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A M C  D i s p o s a l  
  

Tools Needed:  Flathead screwdriver 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  
 
 

T i p s  f o r  I n s t a l l i n g  t h e  H u s h  C u s h i o n  

  

1 

Work a flathead 

screwdriver 

around the 

flange prying 

back the rubber 

of the Hush 

Cushion and 

pulling the flange 

out. 

 

 

As you work the screwdriver around the Hush Cushion, 

you will be able to slowly pull the flange out. Once this 

is half way out, the entire flange can be removed from 

the Hush Cushion.   

 

Flange lip 

To remove the Mount Ring, loosen each of the three bolts. Then, rotate 

the Mount Ring until the notches in this ring line up with the tabs on the 

flange. You can then slide the 3-bolt hardware assembly off of the flange. 

 

       Uninstall The Hush Cushion Around the Flange Lip  2   Identify the Parts 

 Remove the 3-Bolt Hardware from the Flange  4   Remove the Flange from the Hush Cushion 

Mount Ring 

 

 

Protector Ring 

 

 

Tab on Flange 

Notch in Mount Ring 
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The flange lip goes 

into the large 

groove of the 

Hush Cushion. 

Additional force 

might be needed 

to fully seat the 

flange.   

 

 

The Hush Cushion needs to evenly cover 

the flange to insure it is correctly installed. 

 

Flange lip 

The Hush Cushion 

mounts to both the 

flange and the disposal 

using the method 

described previously.  

Once the Hush Cushion is 

installed on both items, 

tighten the screw to 

secure the assembly. 

To insure the unit is 

secure, apply downward 

pressure to make sure 

the unit stays in place.  

 

       Install The Hush Cushion Around the Flange Lip   Identify the Parts 

 Tighten the Screw   Insure Rubber Evenly Covers the Flange 

After sliding the flange through the sink 

opening, slide the Protector ring and 

mount ring assembly back onto the flange. 

Be sure to rotate the assembly to lock it on 

to the flange. ***TIGHTEN SCREWS 

 

 


